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This study explored a novel intermetallic composite design concept based on the principle of lattice
strain matching enabled by the collective atomic load transfer. It investigated the hard-soft microscopic
deformation behavior of a Ti3Sn/TiNi eutectic hard-soft dual phase composite by means of in situ syn-
chrotron high-energy X-ray diffraction (HE-XRD) during compression. The composite provides a unique
micromechanical system with distinctive deformation behaviors and mechanisms from the two com-
ponents, with the soft TiNi matrix deforming in full compliance via martensite variant reorientation and
the hard Ti3Sn lamellae deforming predominantly by rigid body rotation, producing a crystallographic
texture for the TiNi matrix and a preferred alignment for the Ti3Sn lamellae. HE-XRD reveals continued
martensite variant reorientation during plastic deformation well beyond the stress plateau of TiNi. The
hard and brittle Ti3Sn is also found to produce an exceptionally large elastic strain of 1.95% in the
composite. This is attributed to the effect of lattice strain matching between the transformation lattice
distortion of the TiNi matrix and the elastic strain of Ti3Sn lamellae. With such unique micromechanic
characteristics, the composite exhibits high strength and large ductility.

© 2017 Acta Materialia Inc. Published by Elsevier Ltd. All rights reserved.
1. Introduction

Conventional metallic materials generally have relatively large
plasticity due to having massive population of microstructural de-
fects, which facilitate plastic deformation. By the same argument
these structural defects render the materials relatively low
strength, thus low load-bearing capability, by allowing easy plastic
deformation. Some intermetallic compounds and ceramic com-
pounds are able to exhibit higher strengths owing to their stronger
interatomic bonding. Low-dimension materials, e.g., nanoparticles,
nanowires, and nanoribbons, have been shown to exhibit excep-
tionally high strength intrinsic to the solids [1e3], generally due to
g.liu@uwa.edu.au (Y. Liu).
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the lack of structural defects in their crystal. Once again, for the
same reason these materials present low ductility due to the
absence of effective plastic deformationmechanisms. This has been
an intrinsic contradiction and dilemma in materials design for high
strength and high ductility.

One possible approach is to combine the attributes of ductile
materials and high-strength materials in one composite, and
indeed many hard-soft dual phase composites have been designed
in the past [4e12]. A common configuration of hard-soft dual phase
composites consists of a hard reinforcement embedded in a
continuous soft and ductile metallic matrix [5e7]. The hard rein-
forcement generally serves as the primary load bearer for strength,
and the continuous soft and ductile matrix plays the role for load
transfer and distribution [5e7].

Whereas the concept seems to be simple and straight forward,
the practice is challenging. The essence of such composite design is
to achieve synergy between the properties of the two components,
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as opposed to “antergy” (antonym to synergy), and that is where
the scientific challenge lies. In conventional hard-soft dual phase
metallic matrix composites, the deformationmechanism of the soft
phase is primarily dislocation slip [5e7]. Extensive knowledge has
been established of the mechanical behavior of conventional
metallic matrix composites [13e18]. In the early stage of elastic
deformation, load partition between the two components occurs
following the rule of mixture. When plastic deformation com-
mences in the matrix, load transfer from the matrix to the rein-
forcement occurs [16e18], allowing higher load bearing capability
of the composite. However, the highly localized lattice distortion of
dislocation in conventional metals easily triggers large strain
mismatch at the interface, which in turn results in local stress
concentration and causes premature local failure of the reinforce-
ment. Consequently, the intrinsic mechanical properties of rein-
forcement can not be achieved in this conventional composite
design strategy [16e18]. This drawback hinders the further
improvement of mechanical properties of the composite.

In this work, we applied the recently established nanoscience
knowledge at the lattice level to bulk composite design to over-
come this challenge. Recently, it is demonstrated that nano rein-
forcement materials in composites can exhibit ultra-large elastic
strains, 5e10 times larger than in bulk form or in conventional
metal matrix composites, when embedded in a martensitic phase
transformingmatrix [19,20]. This unique phenomenon is attributed
to the principle of lattice strain matching at the sub-nanometric
scale between the transformation lattice distortion of the
martensitic matrix and elastic strains of the nanoinclusions. The
uniform (and generally lower, <10%) lattice distortion of a
martensitic transformation is much easier to coordinate at the
interface with the reinforcement than the highly localized lattice
strains at a dislocation slip band. This helps to prevent high local
stress concentration and assure a relatively uniform stress distri-
bution, thus preventing the premature failure of the rigid compo-
nent and assuring collective atomic load transfer. This discovery
presents a breakthrough to the deadlock of limited elastic strains of
nanomaterials in conventional metal matrix composites [19,20]
and a new opportunity to design and engineer superior metal
matrix composites of exceptional mechanical prowess.

This unique design concept based on lattice strain matching has
been demonstrated in a Nb/TiNi nanocomposite system [21]. The
composite consists of a polycrystalline TiNi matrix embedded with
Nb nanowires of 20e60 nm in diameter all aligned along the axial
direction of the composite wire [19,20]. The Nb nanowires in this
composite achieved a maximum elastic strain of 6.5%, implying a
strength (load bearing) contribution of ~5600 MPa the nanowires
within the composite [19,20]. The near perfect axial alignment, the
highly dense and uniform distribution and the very large length-to-
diameter aspect ratios of the nanowires make the composite a near
perfect parallel configuration system in mechanics, i.e. an iso-strain
model. Such parallel connection structure facilitates effective
lateral load transfer from the matrix to the nanowires, leading to
the achievement of ultra-large elastic strains of the nanowires and
consequently the high strength of the composite.

Whereas the fore-mentioned Nb/TiNi nanowire composite has
proven to be effective in harnessing the exceptional intrinsic
properties of the metallic nanowires in composite, the same
concept is yet to be validated in other composite structures, such as
nanoinclusions in forms other than wires and nanoinclusions that
are less orderly distributed within the matrix. Such knowledge is
essential for designing and developing metallic composites of
exceptional properties based on the lattice strain matching prin-
ciple. In this work, we investigated the microscopic deformation
mechanism of a eutectic Ti3Sn/TiNi lamellar composite. The com-
posite provides a unique micromechanical system with distinctive
deformation behaviors andmechanisms from the two components,
with the soft TiNi matrix deforming in total compliance via
martensite variant reorientation and the hard Ti3Sn lamellae
deforming predominantly via rigid body rotation as well as elastic
deformation.

2. Experimental procedure

A 1.5 kg alloy ingot with a nominal composition of Ti57Ni35Sn8
(at. %) was prepared by arc melting in awater-cooled copper hearth
in an argon atmosphere. Commercial purity Ti (99.99 wt %), Ni
(99.99 wt %) and Sn (99.99 wt %) were used as raw materials. The
ingot was melted five times in the furnace to obtain chemical
composition homogeneity. The composition of the alloy was cho-
sen to conform to a eutectic solidification between TiNi and Ti3Sn.
The morphology of the composite ingot was characterized using a
FEI-200F scanning electron microscope (SEM) operated at 20 kV.
The microstructure and the local chemical compositions of the
composite ingot were analyzed by means of X-ray energy disper-
sive spectroscopy (EDS) using a FEI Tecnai G2 F20 transmission
electron microscope (TEM). Differential scanning calorimetry (DSC)
measurement was conducted using a TA INST2910 differential
scanning calorimeter with a heating/cooling rate of 10 �C/min to
characterize the transformation behavior of the TiNi matrix. The
mechanical properties of the composite were tested in compression
using a servo-hydraulic materials testing system (MTS 810) at room
temperature at a strain rate of 5� 10�4 s�1. Cylindrical compression
samples of 45 � 10 mm in dimension were prepared according to
American Society for Testing and Materials (ASTM) standards.

In situ synchrotron high-energy X-ray diffraction (HE-XRD)
measurements were used to study the deformation mechanisms of
the composite during compression. A schematic set-up of the
measurement is shown in Fig. 1. Experiments were performed on
beamline 11-ID-C at the Advanced Photon Source, Argonne Na-
tional Laboratory, USA. High-energy X-rays with an energy level of
115 keV, wavelength of 0.10798 Å and beam size of 0.6 � 0.6 mm2

were diffracted in transmission geometry towards a Perkin-Elmer
large area detector to obtain two-dimensional (2D) HE-XRD
diffraction patterns. One-dimensional (1D) HE-XRD diffraction
spectrums were obtained by integrating along specified azimuth
angles over a range of ±10�in the 2D HE-XRD diffraction patterns.
Gaussian fits were employed to determine the positions and areas
of the diffraction peaks. The lattice strain for a particular set of
crystal planes is calculated as |dhkl - dhkl

0 |/dhkl0 , where dhkl
0 is the

“unstressed” lattice spacing (i.e., the peak position at zero applied
stress). The errors of the lattice strain measurements and the
relative peak intensity measurements were estimated to be less
than 0.05% and 0.02, respectively.

3. Results

3.1. Microstructure of the composite

Fig. 2 shows the structural analysis of the composite created.
Fig. 2(a) shows an SEM backscattered electron image of the Ti3Sn/
TiNi composite. The composite has a full eutectic structure of Ti3Sn
(bright) and TiNi (gray) phases. The microstructure contained two
distinctive morphologies of eutectic cells and inter-cell regions,
apparently resulting from the solidification process. The average
eutectic cell size is approximately 5 mm. Fig. 2(b) shows the interior
of a eutectic cell at a higher magnification. The average lamella
spacing is 300 nm. Within the inter-cell regions the average
“spacing” is much larger. The volume fraction of the Ti3Sn phase is
estimated to be about 30% by image analysis. Fig. 2(c) shows a 2D
HE-XRD pattern of the composite. It can be seen that the diffraction



Fig. 1. Schematic illustration of in situ HE-XRD measurements.
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rings are continuous and uniform, implying very fine lamella and
isotropic eutectic cell microstructure. Fig. 2(d) shows an enlarged
view of the area identified by the dashed box in Fig. 2(c) to allow
indexing of the diffraction rings. Fig. 2(e) shows a one-dimensional
HE-XRD spectrum integrated over the entire 360�. The pattern is
Fig. 2. Structure analysis of the Ti3Sn/TiNi composite. (a) SEM backscattered electron image
higher magnification. (c) Two-dimensional HE-XRD pattern of the composite. (d) Enlarged v
XRD spectrum integrated at 360� overall of the composite.
fully indexed to the monoclinic P21/m TiNi (B190) phase and the
hexagonal P63/mmc Ti3Sn (D019) intermetallic phase.

Fig. 3 shows TEM analysis of the composite. Fig. 3(a) is a TEM
bright-field image of the eutectic structure. Selected-area electron
diffraction patterns from the bright and gray layers are shown in
of the composite. (b) SEM image of the Ti3Sn (bright)-TiNi (gray) lamellar structure at a
iew of the boxed area in (c) with the diffraction rings indexed. (e) One-dimensional HE-



Fig. 3. TEM analysis of the Ti3Sn/TiNi composite. (a) TEM bright-field image of the composite. A and B regions are Ti3Sn and TiNi, respectively. (b) and (c) are selected-area electron
diffraction patterns of the Ti3Sn and TiNi lamellae. (d) High-resolution TEM image of the interface between TiNi and Ti3Sn.
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Fig. 3(b) and (c), respectively, confirming the D019-Ti3Sn (A)
structure and the B190-TiNi (B) structure. The average thicknesses of
the Ti3Sn layers and TiNi layers are approximately 100 nm and
200 nm, respectively. EDS analysis reveals the composition of the
Ti3Sn and TiNi phases in the composite to be Ti74.4Sn21.2Ni4.4 (at. %)
and Ti49.8Ni49.9Sn0.3 (at. %), respectively. Fig. 3(d) shows a high-
resolution TEM image of the interface between the two phases,
revealing a good structure without third phase inclusions and
implying for strong interfacial bonding and efficient load transfer.
3.2. Mechanical behavior of the composite

Fig. 4 showsmacroscopic mechanical behavior of the composite.
Fig. 4(a) is a compressive stress-strain curve of the Ti3Sn/TiNi
composite at room temperature. The inset in Fig. 4(a) shows a
stress-strain curve with several intermediate unloading-reloading
cycles. The composite exhibits an ultimate compressive strength
of 3 GPa and a large fracture strain exceeding 30%. High strain
hardening is also evident. The composite also presents a very low
apparent modulus of inelastic deformation during initial loading
and a low yielding point. The engineering stress-strain curve of the
composite may be divided into four stages (O-A, A-B, B-C and C-D).
O-A (<1.2% strain) is the initial “elastic” deformation. A-C (1.2e9.1%)
involves martensite variant reorientation [22,23], and C-D is mainly
the plastic deformation of the composite.

Fig. 4(b) shows a comparison of the mechanical properties (ul-
timate compressive strength and fracture strain) of this composite
with those of other “hard-soft” dual phase eutectic composites
reported in the literature [24e30]. The mechanical properties of
this Ti3Sn/TiNi composite are clearly superior over all other hard-
soft dual phase eutectic composites, particularly in terms of the
maximum strain prior to rupture.
3.3. In situ HE-XRD characterization

To uncover the microscopic mechanisms of the deformation of
the Ti3Sn/TiNi composite, in situ synchrotron HE-XRD measure-
ments were performed on the composite during compression test.
Fig. 5(a) presents the evolution of Ti3Sn (201) and B190-TiNi (111)
lattice strains along the loading direction as a function of the
applied strain. As the applied strain increased, the B190-TiNi (111)
lattice strain initially increased linearly (O-A), reflecting the elastic
deformation of the matrix. The lattice strain then remained almost
constant over a plateau between 1.2% and 3.9% of the applied strain
(A-B), apparently experiencing the process of stress-assisted
martensite reorientation. The lattice strain increased rapidly
within B-C, indicating the elastic deformation of the fully oriented
martensite. The TiNi lattice strain reached 1% at 9.1% of applied
strain, beyond which the TiNi lattice strain continued to increase at
a much reduced rate to a maximum of 1.1% (C-D). In contrast, the
lattice strain of Ti3Sn increased continuously during deformation,
apparently in two stages. The rate of lattice strain increase was fast
in stage A-B when the lattice strain of the TiNi matrix was at arrest,
but decreased at the end of the plateau of the lattice strain of TiNi
(point B), showing an apparent “yield”. The maximum elastic strain
of Ti3Sn reached was 1.95%, which is more than six times of the
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Fig. 4. Mechanical behavior of the Ti3Sn/TiNi composite. (a) Room temperature compressive stress-strain (S-S) curve of the composite. The red curve shows the true stress-true
strain correlation. (b) Comparison of the mechanical properties of the Ti3Sn/TiNi composite with those of other eutectic composites in which the soft component is a conven-
tional metal (black circle24, blue uptriangle25, dark cyan downtriangle26, magenta lefttri27, dark yellow righttri28, navy diamond29, pink hexagon30). (For interpretation of the
references to colour in this figure legend, the reader is referred to the web version of this article.)
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elastic strain of free-standing Ti3Sn (approximately 0.3%) reported
in the literature [31]. This value is also significantly higher
compared to the elastic strains of other hard inclusions (such as
nanowires, laminates and particles) embedded in conventional
metal matrices that deform by dislocation slip [16e18,32e37], as
demonstrated in Fig. 5(b). TiNi is the continuous phase which
provides bulk of the inelastic deformation of the composite. Ti3Sn is
the brittle and discontinuous phase which is expected to exhibit
negligible plasticity. The elastic lattice strains are also found to be
different between TiNi and Ti3Sn. This is apparently related to load
partition between the two phases. TiNi is the soft phase and is more
compliant to the external load. Thus during martensite reor-
ientation, load transfer from the soft TiNi matrix to the hard Ti3Sn
occurs [16e18], resulting in higher elastic lattice strains in Ti3Sn
and lower elastic lattice strains in TiNi. Referring to the true stress-
strain curve of the composite (Fig. 4(a)) and the lattice strain-
applied strain curve shown in Fig. 5(a), it is clear that the
apparent strain hardening of the composite mainly stems from the
continuous elastic deformation of the hard Ti3Sn phase.
3.4. Deformation of the soft TiNi component

Fig. 6 shows 1D HE-XRD diffraction spectrums of the soft TiNi
component during compressive loading in the longitudinal
Fig. 5. Microscopic deformation behavior of the Ti3Sn/TiNi composite. (a) Evolution of B190-T
applied global strain. Labels “O”-“D” correspond to the labels marked on the stress-strain c
achieved in this Ti3Sn/TiNi composite with those of other hard inclusions (including nanowir
dislocation slip [blue circle32, olive circle33, dark cyan downtriangle17, magenta lefttri34, dark
of the references to colour in this figure legend, the reader is referred to the web version o
direction (Fig. 6(a)) and in the transverse direction (Fig. 6(b)), as
extracted from the 2D HE-XRD patterns. Upon loading, the
diffraction peaks in the longitudinal direction shifted to lower d-
spacing values, demonstrating compressive elastic deformation in
the axial direction (Fig. 6(a)). In contrast, the peaks in the trans-
verse direction shifted to higher d-spacing values due to the Pois-
son's effect. At higher applied strain levels, the diffraction peaks
stopped shifting but showed clear broadening with reduced in-
tensity, reflecting increased structural inhomogeneity due to
increased defect density upon plastic deformation. In addition, it is
seen that the diffraction intensities of the B190-TiNi (020) and B190-
TiNi (001) peaks decreased whilst that of the B190-TiNi (111) peak
increased in the longitudinal direction (Fig. 6(a)). In the transverse
direction (Fig. 6(b)), the opposite behavior is observed, with the
exception of the B190-TiNi (020) diffraction. This reflects martensite
variant reorientation in the TiNi matrix during deformation.

The relative peak height intensity, defined as Ihkl/Ihkl0 , where I hk
0

is the peak height intensity at zero load, is determined for the
diffraction peaks in the spectrum. Fig. 6(c) and (d) show the relative
peak height intensities of several diffraction peaks as functions of
the applied strain in the longitudinal direction and in the trans-
verse direction, respectively. In the longitudinal direction (Fig. 6(c)),
the relative peak intensities of (100) and (111) increased whereas
those of (1 11), (020), (011) and (001) decreased. In the transverse
iNi (111) and Ti3Sn (201) lattice strains in the longitudinal direction as a function of the
urve of the composite shown in Fig. 5(a). (b) Comparison of the elastic strain of Ti3Sn
es, lamellae, and particles) embedded in conventional metal matrices which deform by
yellow righttri16, navy diamond35, wine pentagon18, pink circle36,37]. (For interpretation
f this article.)



Fig. 6. Martensite variant reorientation of the TiNi matrix during compression. (a) 1D HR-XRD patterns demonstrating structural evolution during compression in the longitudinal
direction (refer to Fig. 1, F ¼ 90�). (b) 1D HR-XRD patterns demonstrating structural evolution during compression in the transverse direction (refer to Fig. 1, F ¼ 0�). (c) Evolutions
of the relative peak height intensities upon loading as a function of the applied strain in the longitudinal direction. (d) Evolutions of the relative peak height intensities upon loading
as a function of the applied strain in the Transverse direction. Labels “O”-“D” in Fig. 7 correspond to the labels marked on the stress-strain curve of the composite shown in Fig. 5(a).
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direction (Fig. 6(d)), the opposite behavior is observed, with the
exception of (1 11) and (020). This implies that martensite variant
reorientation occurred such that martensitic variants with (100)
and (111) planes perpendicular to the loading direction grew at the
expense of variants with (1 11), (020), (011) and (001) planes
perpendicular to the loading direction. It is evident that the relative
peak height intensities changedmainly in stage A-B, demonstrating
that martensite variant reorientation occurs mainly during this
stage. Massive martensite reorientation leads to the arrest of the
lattice strain, as shown by the plateau in the B190-TiNi (111) lattice
strain curve in Fig. 5(a).

To further explore the deformation behavior of the TiNi matrix
during the process of deformation, TiNi (001) diffraction, which has
no overlap with other diffractions, is selected for further analysis.
The 2D HE-XRD diffraction patterns of B190-TiNi (001) at different
applied strains were unrolled along the azimuthal angle from 0� to
360� and displayed in Fig. 7(a). The x-axis represents d-spacing. At
0% applied strain, the B190-TiNi (001) diffraction line (ring) is
continuous and straight, indicating an isotropic and stress-free
state. With increasing the applied strain, the diffraction line
broke up into two main sections centered around 0� and 180� (i.e.,
in the transverse direction) during stage A-B (1.2e3.9% strain),
demonstrating martensite variant reorientation. Further increasing
the applied strain to above 11.2% (in stage C-D) caused apparent
curving and broadening of the diffraction “lines” into “banana”
shapes, indicating lattice strain inhomogeneity. The curving of the
diffraction lines indicates that the transverse direction (0� and
180�) experiences maximum tension and the longitudinal direction
(90� and 270�) experiences maximum compression.

It is also evident that the length of the “banana-shaped” B190-
TiNi (001) diffraction lines shrunk (converges toward 0�/180�)
during stage B-C and expanded during stage C-D. The convergence
of the diffraction lines in stage B-C implies further variant align-
ment via reorientation toward the transverse direction after the
apparent lattice strain plateau shown in Fig. 5(a). The angular
expansion of the diffraction lines during stage C-D is attributed to
excessive plastic deformation, which caused scattering of the
otherwise near perfect crystal orientation alignment of the
martensite. Meanwhile, it can be seen that the diffraction intensity
along the angular section remained almost homogeneous in stage
B-C, as shown in Fig. 7(b). Although the breadth of the “banana-
shaped” diffraction lines expanded during stage C-D (Fig. 7(a)), the



Fig. 7. Microscopic deformation behavior of TiNi during deformation. (a) The unrolled B190-TiNi (001) diffraction along the full azimuthal circle (0�e360�) at different applied
strains. The curvature of the diffraction lines indicates the stress state anisotropy of the sample. The transverse direction (TD) experienced maximum tension and the longitudinal
direction (LD) experienced maximum compression. (b) B190-TiNi (001) diffraction intensity versus azimuth angle at different applied strains in stage B-C. (c) B190-TiNi (001)
diffraction intensity versus azimuth angle at different applied strains in stage C-D.
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diffraction intensity converged further to the center of the “banana-
shaped” diffraction lines (Fig. 7(c)). This indicates continued
martensite variant reorientation during the stage of plastic defor-
mation of TiNi.

Fig. 8 shows the intensity distributions along the azimuth angle
of B190-TiNi (100), B190-TiNi (020), B190-TiNi (001), and B190-TiNi
(001) diffractions at 0%, 9.1%, and 31.7% of applied strains. At 0%
strain, the diffraction intensities of (100) (Fig. 8(a)), (020) (Fig. 8(b)),
and (011) (Fig. 8(d)) distributed practically uniformly along the
azimuth circle, and that of (001) planes showed aweak preferential
orientation towards the transverse direction (0�/180�). At 9.1%
strain (corresponding to point C on the stress-strain curve shown in
Fig. 4(a)), the preferential orientation of (001) planes in the trans-
verse direction was intensified and the (100), (020), and (011)
planes also developed clear preferential orientations. The (100)
planes displayed the maximum intensities in the longitudinal di-
rection (90�/270�). The (020) and (011) planes displayed the
maximum intensities in the transverse direction (0�/180�). After
deformation to 31.7% strain (corresponding to point D on the stress-
strain curve shown in Fig. 4(a)), the preferential orientation of (001)
planes converged further to the transverse direction. The intensity
distributions of the (011) diffraction spitted into two peaks, and the
maximum intensities of (011) changed from the 0�/180� to 0 ± 30�

and 180 ± 30�. Due to overlap with other diffractions, the intensity
distributions of (100) and (020) along the azimuth angle cannot be
integrated and thus are not presented here.
3.5. Deformation of the hard Ti3Sn component

The deformation behavior of the hard Ti3Sn lamellar plates in
the composite is analyzed using the Ti3Sn (100) diffraction. The 2D
HE-XRD Ti3Sn (100) diffraction patterns collected at different
applied strains are displayed along the azimuthal angle in Fig. 9(a).
Prior to deformation (0% applied strain), the diffraction line (ring) is
straight and continuous, indicating stress-free and isotropic state.
Upon compression, the diffraction line became curved and then
discontinuous at higher strain levels. The curved diffraction line
indicates lattice strain anisotropy along the azimuthal circle, with
the maximum “compression” occurring in the longitudinal direc-
tion (90�/270�) and the maximum “tension” occurring in the
transverse direction (0�/180�).

The breakdown of the continuity of the diffraction line indicates
preferential crystal plane rotation induced by the deformation.
Fig. 9(b) shows the diffraction intensity distribution of Ti3Sn (100)
along the azimuth angle. It is seen that the magnitude of diffraction
intensity variation increased progressively with increasing the
applied strain. The diffraction intensity anisotropy, defined as the
diffraction intensity variation magnitude DI relative to the mean
intensityI0, which is a measure of the degree of texture, is shown in
Fig. 9(c) as a function of the applied strain. It is seen that the Ti3Sn
(100) diffraction intensity anisotropy remained almost constant in
the initial stage of deformation, and then increased continuously
with increasing the applied strain. The significant orientation
change, thus the anisotropy, is not expected for Ti3Sn, since it ex-
periences no variant reorientation. This is attributed to rigid body
rotation of the Ti3Sn plates.

Fig. 10 shows diffraction intensity distributions along the azi-
muth angle of Ti3Sn (100), Ti3Sn (002) and Ti3Sn (110) planes before
and after the deformation. Prior to the deformation (0% strain), all
four planes showed almost uniform distribution along the
azimuthal ring. After the deformation (31.7%), the (100) plane
developed clear preferential orientation in the transverse direction
(at 0� and 180�). The (002) plane showed preferential orientations
in six directions at 0�, 0 ± 50�, 180�, and 180 ± 50�. The (110) plane



Fig. 8. TiNi diffraction intensity distribution along the azimuth circle at 0%, 9.1%, and 31.7% strains. (a) B190-TiNi (100). (b) B190-TiNi (020). (c) B190-TiNi (001). (d) B190-TiNi (011).

Fig. 9. Microscopic deformation behavior of Ti3Sn during deformation. (a) The unrolled Ti3Sn (100) diffraction along the full azimuth circle (0�e360�) at different applied strains.
The curvature of the diffraction lines indicates the stress state anisotropy of the sample. The transverse direction (TD) experienced maximum tension and the longitudinal direction
(LD) experienced maximum compression. (b) Ti3Sn (100) diffraction intensity versus azimuth angle at different applied strains. (c) Evolution of Ti3Sn (100) diffraction intensity
anisotropy during loading.
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developed clear preferential orientation in the longitudinal direc-
tion (at 90� and 270�) and secondary orientations in four other
directions at 0± 30� and 180 ± 30�. It is interesting to note that both
(100) and (002) developed preferential orientation along the
transverse direction (0�/180�). It is known that for the D019 (or-
dered hexagonal-close-packed) crystal structure of Ti3Sn, (100) and
(002) are perpendicular to each other. This implies that the
observed texture of Ti3Sn is not crystallography-based but due to
other reasons, in this case grain rotation, i.e. a grain geometric
texture.
4. Discussion

4.1. Martensite variant reorientation and texture formation in TiNi
matrix

It is evident in Figs. 6 and 8 that the B190-TiNi matrix developed
clear texture upon compression deformation. The main features
observed of the texture are summarized in Table 1. The [100]*
alignment to the loading direction and [001]* and [020]* to the
transverse direction are attributed to the edge length asymmetry of
the B190-TiNi unit cell. In TiNi, B19' [100], B19' [010] and B19' [001]
correspond to the B2 [001], B2 [110] and B2 [1 10], respectively. The
lengths of the basic vectors of the B190-TiNi unit cell are 0.289 nm
for the a axis ([100] vector), 0.291 nm for the b axis ([010] vector),
and 0.327 nm for the c axis ([001] vector). The a axis is the shortest
and the c axis is the longest [38,39]. Thus upon compression, var-
iants with the c axis aligned perpendicular to the loading direction
and the a axis aligned parallel with the loading direction tend to
grow at the expense of other variants, apparently in order to ach-
ieve the maximum crystal orientation-associated deformation in
the loading direction. This preferential orientation is schematically
Fig. 10. Ti3Sn diffraction intensity distribution along the azimuth circle at
represented by the grain expressed by the red vectors shown in
Fig. 11. Considering that the compressed sample has a planar isot-
ropy in the plane perpendicular to the loading direction, these
grains have their three basic vectors located on the surfaces of the
cones formed by spinning the red vectors around the Z-axis. This
implies that in XRD these grains will feature (001) and (020) dif-
fractions at 0� and 180� azimuthal angles and (100) at near 90�

(83.2�) on the Debye ring (the large circle on the page plane).
Apparently, the expected XRD texture from such a texture is
consistent with the experimental observations shown in
Fig. 8(a)e(d).

The observed [011]* texture requires more analysis. The [011]*
vector is at 48� from [001]* but also has an azimuthal angle of 0�, as
indicated by the green vectors in Fig. 11. This implies that for the
preferential orientation texture expressed by the red vectors, the
(011) diffraction is expected at the transverse direction. This is
consistent with the observation made after 9.1% strain, as seen in
Fig. 8(d). However, after further deformation to 31.7% strain, the
(011) diffraction maxima at 0� and 180� each split into double
maxima 0 ± 30� and 180 ± 30� (Fig. 8(d)). This stage of deformation
corresponds to stage CD on the stress-strain curve shown in
Fig. 4(a) and stage CD on the lattice strain curve shown in Fig. 5(a),
i.e., dominantly plastic deformation via dislocation slip. This im-
plies that the further change of (011) preferential orientation from
0�/180� to 0 ± 30� and 180 ± 30� is caused by plastic deformation.

From the above analysis, it is clear that all the preferential ori-
entations observed reflect the same texture which can be described
by the radiating distribution of [001]* in the transverse plane to the
loading direction. Another observation to note is that [001]*trans-
verse texture continued to develop during plastic deformation
(stage CD) well beyond the end of the apparent plateau for variant
reorientation (stage AB), as seen in Fig. 7(c).
0% and 31.7% strains. (a) Ti3Sn (100). (b) Ti3Sn (002). (c) Ti3Sn (110).



Table 1
B190-TiNi matrix and Ti3Sn texture observations.

B190-TiNi matrix Crystallographic directions [100]* [020]* [001]* [011]*
Azimuthal angle 90� , 270� 0� , 180� 0� , 180� 0 ± 30� , 180 ± 30�

Ti3Sn plates Crystallographic directions [100]* [002]* [110]*
Azimuthal angle 0� , 180� 0� , 0 ± 50� , 180� , 180 ± 50� 0 ± 30� , 180 ± 30� , 90� , 270�
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4.2. Texture formation of hard Ti3Sn by rigid rotation

It is also evident in Figs. 9 and 10 that Ti3Sn also developed clear
texture after the deformation. The texture manifests as a prefer-
ential alignment of (110) (Fig. 10(c)) and avoidance of (100)
(Fig. 10(a)) and (002) (Fig. 10(b)) along the compression axis (90�/
270� azimuthal angle), as summarized in Table 1.

Ti3Sn is a brittle intermetallic compound. It does not have
enough effective slip systems in its D019 crystal structure [31,40],
thus lacks a plausible mechanism to develop texture by plastic
deformation. A feasible mechanism is rigid body rotation of the
Ti3Sn eutectic lamellae. The Ti3Sn eutectic lamellae were observed
to generally have a preferential plate orientation of (110) along their
normal direction, as confirmed by TEM and SAED observations
(Fig. 3(b)) and schematically expressed in Fig. 12(d). In the D019
Ti3Sn hexagonal structure (c/a ¼ 0.805), (110) is the close packed
plane and [1 11], which is inside the (110) plane, is the close packed
direction. Thus formation of (110) Ti3Sn lamellae helps to minimize
the interface energy in the eutectic structure and to maximize the
growth rate along the lateral directions of the lamella plates. The
excessive deformation of the TiNi matrix, including both the
martensite reorientation and plastic deformation, facilitates the
rigid body rotation [41] of the Ti3Sn eutectic lamellae to produce a
physical texture of the Ti3Sn plates in the composite.

Fig. 12 presents a schematic of this lamella rotation under
compression and spatial preferential orientation of Ti3Sn. Prior to
deformation, the eutectic lamellae are randomly distributed and
have an isotropic microstructure (neglecting solidification texture
of small ingots), as schematically expressed in Fig. 12(a). During
deformation, the Ti3Sn lamellae gradually rotate to align to the
Fig. 11. Schematic representation of spatial preferential orientation of B190-TiNi. The
paper plane is the plane of the Debye ring for diffraction.
transverse plane to the loading direction, as depicted in Fig. 12(b).
The correspondence between the geometric shape and the crys-
tallographic orientation of the Ti3Sn lamellae is shown in Fig. 12(d).
The condition of diffraction of the Ti3Sn lamellae such oriented in
Fig. 12(b) is expressed in Fig. 12(e). For the texture expressed in
Fig. 12(d), the [002]* diffraction (the red vectors) appears at 0� and
180� on the Debye ring. The [110]* vectors (the pink vectors) and
[100]* vectors (the green vectors) are expected to appear at 30� and
60� azimuthal angles, respectively.

However, referring to the experimental evidence presented in
Fig. 10, it is seen that the experimental observations do not quite
agreewith these expectations, particularly for (002) diffraction. The
(002) plane showed preferential orientation in six directions at 0�,
(approximately) 0 ± 50�, 180�, and 180 ± 50�. For D019 crystal
structure, only two (002) diffractions at antipode positions are
expected for a unique texture. The observation of 6 clear diffraction
maxima indicates explicitly that there exists more than one texture
(in fact two). Further examination of the evidence presented in
Fig. 10 also indicates that the 6 diffraction intensity maxima are not
equally spaced on the Debye ring and that themaxima peak profiles
at approximately 0 ± 50� and 180 ± 50� are not symmetric. These
further imply that the preferential orientations are from different
groups of grains, i.e., there co-exist two Ti3Sn textures within the
matrix. Texture I refers to the Ti3Sn grains with their [002]* aligned
in 0/180� on the Debye ring, as indicated by the set of blue arrows in
Fig. 10. Texture II refers to the grains having their [002]* lying at
around 0 ± 50� and 180 ± 50� azimuthal angles on the Debye ring.
Texture II of the Ti3Sn lamellae is schematically shown in Fig. 12(f),
which is produced by rotating Texture I about the X axis anti-
clockwise by 50�. In this case, the [100]* vectors are tilted to
0 ± 33.8� and 180 ± 33.8� azimuth angles and the [110]* vectors are
at 0 ± 19.3� and 180 ± 19.3� azimuth angles. The expected
diffraction intensitymaxima positions for texture II are indicated by
the pink arrows in Fig. 10. It is evident that these expectations are
agreeable with the experimental observations.

The reason for the occurrence of Texture II is unclear. It may be
related to the two distinctivemorphologies of the eutectic structure
seen in Fig. 2(a). It is easy to understand that not all Ti3Sn lamellae
can be fully rotated as per texture I. This may be explained as
expressed in Fig. 12(c). The Ti3Sn lamellae are closely placed with
narrow gaps of TiNi in between. Deformation of the soft TiNi allows
the Ti3Sn lamellae to rotate in orientations, but only somuch till the
Ti3Sn plates come into contact with one another (in reality the
rotation should be even less because the TiNi cannot be totally
deformed to nil thickness). Obviously the arrest angle of the rota-
tion of the Ti3Sn plates is dependent on the lamellae thickness,
spacing and the deformability of the soft TiNi phase.

4.3. The principle of “lattice strain matching” and large elastic
strains of the brittle Ti3Sn

It is evident in Fig. 5(a) that the elastic strain of hard Ti3Sn phase
reached 1.95%. This is far greater than the maximum elastic strains
of bulk Ti3Sn reported in the literature, which is approximately 0.3%
[31]. This elastic strain achieved in the composite is more than six
times of what is possible conventionally in bulk Ti3Sn. In addition,
this elastic strain value is also significantly higher than the elastic



Fig. 12. Schematic representation of lamellae rotation and spatial preferential orientation. (a) The 2-D eutectic lamellar structure before deformation. (b) The 2-D eutectic lamellar
structure after deformation. (c) Lamellae rotation results in the rigid Ti3Sn contacting together. Th and Ts are the lamellae thickness of hard Ti3Sn and soft TiNi, respectively. (d) The
crystal orientation of Ti3Sn lamella. (e) and (f) are the spatial preferential orientation of Ti3Sn. The paper plane is the plane of the Debye ring for diffraction.
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strains of many other hard inclusions (including nanowires,
lamellae and particles) embedded in conventional metal matrices
that deform by dislocation slip (Fig. 5(b)). This exceptionally high
elastic strain of Ti3Sn, which implies exceptionally large strength
contribution, is attributed to the effect of “lattice strain matching”
between the martensitic TiNi matrix and the hard and brittle Ti3Sn
inclusions in the composite. This effect was first demonstrated in a
NiTi-Nb nanowire composite in which the Nb nanowires achieved
an exceptionally large elastic strain of above 6%, enabled by the
phase transforming NiTi matrix [19,20]. This work further dem-
onstrates that lattice strain matching mechanism also occurs for
brittle inclusions like Ti3Sn.

The working mechanism of the lattice strain matching may be
explained as following. The martensitic transformation or
martensite variant reorientation in the TiNi matrix produces a
uniform lattice distortion strain of several percent (e.g., ~7%)
[19,20,38], which is compatible to the uniform lattice dilatation
elastic strains expected of the nanoinclusions. This allows effective
load transfer from the matrix to the nanoinclusions. In comparison,
the situation of lattice distortion is fundamentally different for
dislocation slip occurring in conventional metals [38,42,43]. In this
case, the lattice distortion is highly localized, reaching to a nominal
~100% at the site of a dislocation line whereas remaining well
below 1% in other areas away from a dislocation line [19,20,42].

This concept is schematically expressed in Fig. 13, as for the
situation of a nominal 3% global tensile strain. The horizontal axis
represents a spatial dimension along the interface in the composite
and the vertical axis expresses the magnitude of lattice distortion.
Fig. 13(a) represents the case of a composite with a dislocation slip
matrix and Fig. 13(b) represents the case of a composite with a
martensitic phase transforming matrix. In the former case, the
expected elastic strain of the hard phase nanoinclusion is at 3% (if it
were standing alone). The lattice strain distribution in the matrix is
shown as the blue curve. The highly localized lattice distortion at a
dislocation exerts high local stress concentration and triggers
premature failure of the nanoinclusion, thus preventing it from
reaching high elastic strains. In contrast, in the latter case
(Fig. 13(b)), the matrix undergoes a partial martensitic phase
transformation or variant reorientation, with a lattice distortion
distribution as shown by the blue curve. It is thus free of high local
stress concentrations and allows a lattice distortion match between
the uniform elastic lattice strain of the nanoinclusion and the



Fig. 13. Lattice strain schematic representation of different composite. (a) Dislocation
slip matrix composite. (b) Phase transforming matrix composite.
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martensitic transforming matrix at the interface, as expressed by
the green curve. This effect of “lattice strain matching” allows
effective load transfer from the matrix to the nanoinclusion and
encourages its high elastic straining during deformation. High
elastic strains imply high load bearing contribution, thus ensuring
the high strength of the composite.
5. Conclusions

This study analyzed the microscopic deformation behavior of a
hard-soft dual phase Ti3Sn/TiNi eutectic composite by means of in
situ synchrotron high-energy X-ray diffraction during compression.
The main findings are summarized as follows:

The composite has an ultrafine lamella and isotropic eutectic
cell microstructure. Under compression at room temperature, the
composite exhibits a high strength of 3 GPa and a large fracture
strain exceeding 30%. These values are significantly higher than
those of other similar hard-soft dual phase eutectic composites in
which the soft component is a conventional metal (i.e. deforms
primarily via dislocation slip).

Upon deformation, the soft TiNi matrix deformed via martensite
variant reorientation. The martensite variant reorientation process
created a strong crystallographic texture of (001) along the
compression axis, and is also found to continue well into the stage
of plastic deformation of TiNi.

The hard Ti3Sn lamellae deformed predominantly via rigid body
rotation as well as elastic deformation, producing a preferred
alignment of lamellae as well as a crystallographic texture.

The hard Ti3Sn is also found to produce an exceptionally large
elastic strain of 1.95% in the composite, which implies high load
bearing contribution to the strength of the composite. This elastic
strain is significantly higher than that achieved in free standing
bulk Ti3Sn and the elastic strains achieved in other hard inclusions
embedded in composites with conventional metal matrices that
deform by dislocation slip. This is attributed to the effective lattice
strain matching between the martensitic transformation lattice
distortion of the TiNi matrix and the elastic strains of Ti3Sn
lamellae.
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